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Allied Telesyn, Inc. reserves the right to make changes in specifications and other information contained in this document without 
prior written notice. The information provided herein is subject to change without notice. |n no event shall Allied Telesyn, Inc. be 
liable for any incidental, special, indirect, or consequential damages whatsoever, including but not limited to lost profits, arising 
out of or related to this manual or the information contained herein, even if Allied Telesyn, Inc. has been advised of, known, or 
should have known, the possibility of such damages. 


Electrical Safety and Emission 
Statement 


Standards: This product meets the following standards. 


U.S. Federal Communications Commission 


Radiated Energy 


Note: This equipment has been tested and found to comply with the limits for a Class A digital device pursuant to Part 15 of the 
FCC Rules. These limits are designed to provide reasonable protection against harmful interference when the equipment is 
operated in a commercial environment. This equipment generates, uses, and can radiate radio frequency energy and, if not 
installed and used in accordance with this instruction manual, may cause harmful interference to radio communications. 
Operation of this equipment in a residential area is likely to cause harmful interference in which case the user will be required to 
correct the interference at his own expense. 


Note: Modifications or changes not expressly approved by the manufacturer or the FCC can void your right to operate this 
equipment. 


Industry Canada 


This Class A digital apparatus meets all requirements of the Canadian Interference-Causing Equipment Regulations. 


Cet appareil numérique de la classe A respecte toutes les exigences du Reglement sur le matériel brouilleur du Canada. 


RFI Emission EN55022 Class A, EN61000-3-2, EN61000-3-3 a1 


A Warning: In a domestic environment this product may cause radio interference in which case the user may be required to take 
adequate measures. a. 2 


Immunity EN55024 a3 
Electrical Safety EN60950, UL 1950 (UL/cUL) a 4 
A Laser EN60825 a5 


Important: Appendix B contains translated safety statements for installing this equipment. When you see the ”, go to Appendix 
B for the translated safety statement in your language. 


Wichtig: Anhang B enthalt Ubersetzte Sicherheitshinweise fiir die Installation dieses Gerats. Wenn Sie <~ sehen, schlagen Sie in 
Anhang B den Ubersetzten Sicherheitshinweis in Ihrer Sprache nach. 


Vigtigt: Tillaeg B indeholder oversatte sikkerhedsadvarsler, der vedrarer installation af dette udstyr. Nar De ser symbolet <, skal 
De sla op i tilleeg B og finde de oversatte sikkerhedsadvarsler i Deres eget sprog. 


Belangrijk: Appendix B bevat vertaalde veiligheidsopmerkingen voor het installeren van deze apparatuur. Wanneer u de & ziet, 
raadpleeg Appendix B voor vertaalde veiligheidsinstructies in uw taal. 


Important: L'annexe B contient les instructions de sécurité relatives a l'installation de cet équipement. Lorsque vous voyez le 
symbole a”, reportez-vous a l'annexe B pour consulter la traduction de ces instructions dans votre langue. 


Tarkeaa: Liite B sisaltaa taman laitteen asentamiseen liittyvat kaannetyt turvaohjeet. Kun ndet «.-symbolin, katso kaannettya 
turvaohjetta liitteesta B. 


Importante: |’'Appendice B contiene awvisi di sicurezza tradotti per l’installazione di questa apparecchiatura. Il simbolo ~, indica 
di consultare l'Appendice B per |’avviso di sicurezza nella propria lingua. 


Viktig: Tillegg B inneholder oversatt sikkerhetsinformasjon for installering av dette utstyret. Nar du ser 2”, apner du til Tillegg B 
for a finne den oversatte sikkerhetsinformasjonen pa gnsket sprak. 


Importante: O Anexo B contém adverténcias de seguranc¢a traduzidas para instalar este equipamento. Quando vir o simbolo ~, 
leia a adverténcia de seguranca traduzida no seu idioma no Anexo B. 


Importante: El Apéndice B contiene mensajes de seguridad traducidos para la instalacién de este equipo. Cuando vea el simbolo 
&~, vaya al Apéndice B para ver el mensaje de seguridad traducido a su idioma. 


Obs! Bilaga B innehaller 6versatta sakerhetsmeddelanden avseende installationen av denna utrustning. Nar du ser ~, skall du ga 
till Bilaga B fér att lasa det 6versatta sakerhetsmeddelandet pa ditt sprak. 
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Preface 


This installation guide contains instructions on how to install an Allied 
Telesyn adapter card in your computer and how to load the adapter 
driver. This guide also explains the AT-Setup program which simplifies 
the task of installing or updating an adapter driver. 


Purpose of this Guide 


This guide is intended for anyone who needs to install or update a 
network adapter card or driver on their PC-compatible system. 
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How This Guide is Organized 


This guide contains the following chapters and appendix: 


Chapter 1, Diagnostics, contains procedures for running and using the 
diagnostics program for your Allied Telesyn adapter. 


Chapter 2, Microsoft DOS Client 3.0, contains procedures for manually 
installing a network adapter driver on aPC-compatible system running 
Microsoft DOS Client 3.0. 


Chapter 3, Microsoft Windows for Workgroups, contains the procedures 
forinstalling and removing a network adapter driver on aPC-compatible 
running Windows for Workgroups 3.11. 


Chapter 4, Novell Netware, contains the procedures for installing an 
adapter driver on a Novell Netware system. 


Chapter 5, Linux, contains the procedures for installing an adapter driver 
on a Linux system. 


Chapter 6, BootROM, contains the procedures for installing and 
configuring a BootROM on an Allied Telesyn Network Adapter Card. 
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Where to Find Related Guides 


The Allied Telesyn web site at www.alliedtelesyn.com offers you an easy 
way to access the most recent documentation, software updates, and 
technical information for all of our products. The documents provided 
On our web site are available as PDF files. 
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Document Conventions 


This guide uses several conventions that you should become familiar 
with before you begin to install the product. 


Note 
Notes provide additional information. 


Warning 
Warnings inform you that performing or omitting a specific action 
may result in bodily injury. 


Caution 
Cautions inform you that performing or omitting a specific action 
may result in equipment damage or loss of data. 
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Contacting Allied Telesyn T echnical Support 


Online Support 


Telephone 
Support 


E-mail Support 


You can contact Allied Teleysn technical support online or by telephone 


or e-mail. 


You can request technical support online by accessing the Knowledge 
Base at http://kb.alliedtelesyn.com. You can use the Knowledge Base to 


submit questions to our technical support staff and review answers to 


previously asked questions. 


For technical support by phone, contact Allied Telesyn at one of the 


following locations: 


Americas 

United States, Canada, Mexico, Central 
America, South America 

Tel: 1 (800) 428-4835 


Asia 

Singapore, Taiwan, Thailand, Malaysia, 
Indonesia, Korea, Philippines, China, 
India, Hong Kong 

Tel: (+65) 3815-612 


Australia 
Australia, New Zealand 
Tel: 1 (800) 000-880 


France 

France, Belgium, Luxembourg, The 
Netherlands, Middle East, Africa 
Tel: (+33) 1-60-92-15-25 


Germany 

Germany, Switzerland, Austria, Eastern 
Europe 

Tel: (+49) 30-435-900-126 


Italy 
Italy, Spain, Portugal, Greece, Turkey, Israel 
Tel: (+39) 02-41-30-41 


Japan 
Tel: (+81) 3-3443-5640 


United Kingdom 

United Kingdom, Denmark, Norway, 
Sweden, Finland, Iceland 

Tel: (+44) 1-235-442560 


Latin America, Mexico, Puerto Rico, Caribbean, and Virgin Islands 


latin america@alliedtelesyn.com 


United Kingdom, Sweden, Norway, Denmark, and Finland 


support_europe@alliedtelesyn.com 
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Preface 


Retuming Products 


Products for return or repair must first be assigned a Return Materials 
Authorization (RMA) number. A product sent to Allied Telesyn without a 
RMA number will be returned to the sender at the sender's expense. 


To obtain an RMA number, contact technical support at one of the 
following locations: 


Q) 


United States and Canada 
Toll-free: 1-800-762-1664 
Fax: 1-425-806-1050 


Europe, Africa, and the Middle East 
Tel: +44-1793-501401 
Fax: +44-1793-431099 


Latin America, the Caribbean, and Virgin Islands 
Tel: International code + 425-481-3852 
Fax: International code + 425-481-3895 


Puerto Rico 
Toll-free: 1-800-424-5012, ext 3852 
or 1-800-424-4284, ext 3852 


Mexico 
Toll-free: 800-424-5012, ext 3852 
Fax: International code + 425-481-3895 


Asia and Southeast Asia 
Tel: +65 381-5612 
Fax: +65 383-3830 


Australia 
Toll-free: 1-800-000-880 
Fax: 2-9438-4966 


New Zealand 
Toll-free: 0800-45-5782 
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For Sales or Corporate Information 


You can contact Allied Telesyn for sales or corporate information at the 
location listed below: 


Allied Telesyn, Inc. 

19800 North Creek Parkway, Suite 200 
Bothell, WA 98011 

Tel: 1 (425) 487-8880 

Fax: 1 (425) 489-9191 
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Preface 


Tell Us What You Think 


If you have any comments or suggestions on how we might improve this 
or other Allied Telesyn documents, please fill out the General Enquiry 
Form online. This form can be accessed by selecting Contact Us from 


www.alliedtelesyn.com. 


Chapter 1 
Diagnostics 


This chapter contains procedures for running and using the diagnostics 
program for your Allied Telesyn adapter. 
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Diagnostics 


Running Diagnostics 


Speed/ Duplex 


BootROM Port 


BootROM 


The network adapter driver can be found in the following locations: 


Adapter Card Driver Location 
AT-2400 Series \drivers\at2400\diag\diag24.exe 
AT-2450 Series \drivers\at24_27\diag\diag.exe 
AT-2500/AT-2501 Series \drivers\at2500\diag\diag25.exe 
AT-2700 Series \drivers\at24_27\diag\diag.exe 
AT-2701 Series \drivers\at2701\diag\diag.exe 
AT-2900 Series \drivers\at29xx\diag\diag29.exe 
Note 


Diagnostics is a DOS based program and must be run in true DOS, 


not in a DOS shell within Windows. 


1. BootPC to DOS. 


2. AttheDOS prompt and without the drivers loaded, type diag.exe. 


Within Diagnostics you can set Soeed/Duplex and BootROM settings. 
You can also insure proper operation of the network adapter card. 


This option allows the user to configure speed and duplex to one of the 
available options. The options for speed and duplex vary depending on 


adapter model 


The BootROM port setting is only for multi-port AT-2450/2700 Series PCI 


Ethernet Adapter Cards with BootROM support, specifically the 
AT-2450FTX, AT-2700FTX, and AT-2745FX. When using one of these 
three adapters in a BootROM configuration, it may be necessary to 
change these settings. For any other AT-2450/AT-2700 Series PCI 
Ethernet Adapter Card the BootROM Port setting should not be 


changed. 


This feature is only available for the AT-2500 and AT-2501TX Series 


Adapters. Using the Diagnostics program (diag25.exe) set BootROM to 


enable. 
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Diagnostics There are two diagnostic utilities, Card test and Network test. 
Q) Card Test 


This test checks several parts and functions of the Adapter card to 
ensure proper operation of the adapter card. 


Q) Network test 


This test allows the user to send and receive raw packets without 
a driver loaded to check the card functionality. 
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Chapter 2 


Microsoft DOS Client 3.0 


This chapter contains procedures for manually installing a network 
adapter driver on a PC-compatible system running Microsoft DOS Client 
3.0. 
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Microsoft DOS Client 3.0 


Installing a N etwork Adapter Driver 


This section contains the procedure for installing a network adapter 
driver on a Microsoft DOS Client 3.0 system. 


Note 

Before starting with the installation procedure, make sure that the 
adapter is properly configured using setup25.EXE provided on the 
CardAssistant CD. If necessary, match the speed and duplex settings 
of the network card with the hub with which it is connected. 


1. Shut down Microsoft DOS Client 3.0 and power OFF the computer. 


2. — Install the network adapter card in the compute. Refer to the 
Network Adapter Card Installation Guide - Book I and to your 
computer's installation manual. 


3. Power ON the computer. 


4, Start the setup utility provided by Microsoft to install and configure 
DOS Client v3.0. 


5. Atthe Welcome screen, press Enter. 


6. Choose the destination directory for the client files and press 
Return. 


7. When prompted forthe network adapter, choose Network adapter 
not shown on list below... 


A prompt is displayed asking you to insert the OEM driver disk. 


8. Insert the CardAssistant CD or the Driver Installation Disk into the 
appropriate drive. 


9. Type in the driver letter and path to the NDIS 2.0 driver and press 
Return. 


If you are using the CD, the location of the adapter driver will differ 
depending on the type of adapter. Below are the driver locations on 


the CardAssistant CD: 

Adapter Card Driver Location 

AT-2400 Series \drivers\at2400\msclient 
AT-2450 Series \drivers\at24_27\msclient 
AT-2500/AT-2501 Series _ |\drivers\at2500\msclient 
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Sample 
Configuration 


10. 


‘ne 
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Adapter Card Driver Location 

AT-2700 Series \drivers\at24_27\msclient 
AT-2701 Series \drivers\at2701\msclient 
AT-2900 Series \drivers\at2900\msclient 


If you are using a Driver Installation Disk, the driver location is: 
\msclient. 


Forexample, if you are using the CardAssistant CD and the CD driver 
is mapped to drive D and you are installing an AT-2500 Series 
adapter, you would enter D:\drivers\at2500\msclient. 


Once you have entered the drive letter and path to the adapter 
driver and pressed Return. 


The next screen will display the Allied Telesyn AT-250x PCI Ethernet 
Adapter. 


Press Return to select the driver and proceed with the installation 
according to the Microsoft documentation. 


[network.setup25] 
version=0x3110 
netcard=AT1$a2500,1,ATI$a2500,1 
transport=tcpip,TCPIP 
lana0=AT1$a2500,1,tcpip 
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Microsoft DOS Client 3.0 


Removing a N etwork Adapter Driver 
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This section contains the procedure for removing an adapter driver from 
asystem running Microsoft Client 3.0. 


1, 
2: 
3, 


Start the Microsoft setup utility. 
Select Change Network Configuration. 


Select the network adapter whose driver you want removed from 
the system. 


Click Remove. 


Chapter 3 


Microsoft Windows for Workgroups 


This chapter contains procedures for the following: 
OQ Installing a Network Adapter Driver on page 24 
O) Removing a Network Adapter Driver on page 30 


Microsoft Windows for Workgroups 


Installing a N etwork Adapter Driver 


Installing N DIS3, 
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N DIS2, ODI 
Drivers 


This section contains the instructions for manually installing a network 
adapter driver on a PC running Windows for Workgroups 3.11. 


by sh 


Power OFF the computer. 


Install the network adapter card. Refer to the Network Adapter 
Card Installation Guide - Book I and the documentation that came 
with your computer. 


Power ON the computer. 


From the Network group under Program Manager, choose Network 
Setup. 


Select Networks. 


Verify that Install Microsoft Windows Network is selected, then 
select OK. 


Select Sharing. 

Select whether to allow file and/or printer sharing with other users. 
Select Drivers. 

Select Add Adapter. 

Select Unlisted or Updated Network Adapter, then click OK. 


Insert the CardAssistant CD into the CD drive ora Driver Installation 
Disk into a floppy drive. 


In the text box of the Install Driver dialog box, enter the drive letter 
and path to the driver files and click OK. 


If you are using the CD, the location of the appropriate driver will 
differ depending on the type of adapter. Below are the driver 
locations on the CardAssistant CD: 


Adapter Card Location 
AT-2400 Series \drivers\at2400 
AT-2450 Series \drivers\at24 27 


AT-2500/AT-2501 Series \drivers\at2500 


AT-2700 Series \drivers\at24 27 


14. 


15; 


16. 
Li, 


18. 


19; 
20. 
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Adapter Card Location 
AT-2701 Series \drivers\at2701 
AT-2900 Series \drivers\at29xx 


If you are using a Driver Installation Disk, the driver location is the 
root (\) directory. 


In the Network Adapters list of the Unlisted or Updated Network 
Adapter dialog box, verify that Allied Telesyn PCI Ethernet 
Adapter is highlighted, then click OK. 


In the Network Drivers dialog box, verify that Allied Telesyn PCI 
Ethernet Adapter and its default protocols, Microsoft NetBEUI and 
IPX/SPX Compatible Transport with NetBIOS, appear in the Network 
Drivers list, then click Close. 


In the Network Setup dialog box, click OK. 


If prompted, insert the required Windows for Workgroups 
diskette(s) into your floppy drive and click OK. 


Note 
Windows for Workgroups occasionally loses its place at this point; if 
you get a message from Windows that it cannot find a file, try 


inserting Windows for Workgroups installation diskettes 7 and 8. 


If prompted, reinsert the CardAssistant CD or Driver Installation Disk 
into the appropriate drive. 


In the text box of the Install Driver dialog box, click OK. 


From the Windows Setup dialog box, select Restart Computer. 
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Sample 
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File 


[network.setup ] 

version=0x3110 
netcard=ms$a2500,1,MS$a2500,3 
transport=ms$nwlinknb,NWLINK 
transport=ms$ndishlp,MS$NDISHLP 
transport=ms$netbeui, NETBEUI 
lana0Q=ms$a2500,1,ms$netbeui 
lanal=ms$a2500,1,ms$nwlinknb 
lana2=ms$a2500,1,ms$ndishlp 


[protman] 
DriverName=PROTMAN$ 
PRIORITY =MS$NDISHLP 


[NWLINK] 
BINDINGS=M S$a2500 


[MS$NDISHLP] 
DriverName=ndishlp$ 
BINDINGS=M $$a2500 


[NETBEUI] 
DriverName=netbeui$ 
SESSIONS=10 
NCBS=12 
BINDINGS=M $$a2500 
LANABASE=0 


[MS$a2500] 
DriverName=a2500$ 


[a2500] 
Adapters=M S$a2500 


Note 

These are the default values for installation. If you are adding any 
TCP/IP software, this configuration will satisfy the NDIS 2.0 

req uirements of TCP/IP systems. 


NetWareIPXODI 
Support for 
N etWare 3.x 


nis 


LO 0089 A Os OI) a 
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Create a new directory on your local hard drive (e.g.; C:\ATINET). 


Copy the contents of the DOSODI directory on the CardAssistant CD 
or the Driver Installation Disk to the directory you created. 


If you are using the CardAssistant CD, the location of the 
appropriate driver will differ depending on the type of adapter. 
Below are the driver locations on the CardAssistant CD: 


Adapter Card Location 

AT-2400 Series \drivers\at2400\Dosodi 
AT-2450 Series \drivers\at24_27\Dosodi 
AT-2500/AT-2501 Series \drivers\at2500\Dosodi 
AT-2700 Series \drivers\at24_27\Dosodi 
AT-2900 Series \drivers\at2900\Dosodi 


If you are using a driver installation diskette, the driver location is 
\Dosodi. 


Verify that the ODI drivers for the AT-2500/AT-2501 Ethernet 
Adapter Card are NOT loaded before setting up Windows for 
Workgroups. 


Start Windows. 

Choose Network Setup from the Network group. 

Select Networks. 

Select Install Microsoft Windows Network, then Other. 
Select Novell NetWare (Workstation Shell 3.X), then OK. 
Select IPXODI.COM and LSL.COM (recommended), then OK. 


. Verify that ATI AT-xxxx[ODI/NDIS2] and its default protocols, 


Microsoft NetBEUI and IPX/SPX Compatible Transport with 
NetBIOS, appear in the Network Drivers list, then OK. 


When asked if you want to modify the net.cfg file, you can enter the 
path to the directory created earlier for your ODI files 
(e.g.;C:\ATINET). After you make your changes, or if you do not want 
to make changes, click OK. 


From the Windows Setup dialog box, select Continue. 
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13. Edit the Autoexec.bat file by inserting the following file references 
before C\WINDOWS\odihlp.exe: 


e:\ net\lsl 
e:\net\a2500 (atnic, a2400) 


c:\net\ipxodi 
c:\net\netx 


14. Exit Windows and re-boot your PC by powering OFF then ON. 


NetWare IPXODI 1. Verify that the ODI drivers for the AT-2500/AT-2501 Ethernet 
Support For Adapter Card are NOT loaded before setting up Windows for 


NetWare 4.x Workgroups. 
2. FromtheDOS command line, install the NetWare DOS/Windows 
Client software. Select Yes to install Windows support and then 
enter the path to your Windows directory, for example, 
C\WINDOWS 


Start Windows. 
Select Network Setup from the Network group. 
select Networks. 


Select Install Microsoft Windows Network, then select Other. 


oak i SUR) «dee “oe 


From the Other drop down list, select Novell NetWare 
(Workstation Shell 4.0 and above) and click OK. 


8. Select IPXODI.COM and LSL.COM (recommended), then OK. 


9. Inthe Network Drivers dialog box, verify that ATI AT-xxxx 
[ODI/NDIS2] and its default protocols, Microsoft NetBEUI and 
IPX/SPX Compatible Transport with NetBIOS, appear in the 
Network Drivers lis and then click OK. 


10. From the Windows Setup dialog box, select Restart Computer. 


Installing Novell NetWare 3.x and 4.x support adds 
DEVICE=C: \WINDOWS\IFSHLP.SyYS_ to your CONFIG.SYS file 
and Cc: \WINDOWS\ODIHLP.EXE to your AUTOEXEC.BAT file. 


Note 

The sample AUTOEXEC.BAT shows VLM.EXE being used instead of 
NETX.EXE. VLMs are required for NetWare 4.x but may be an 
alternative to NETX with NetWare 2.x and 3.x. 


28 


Sample 
NET.CFG and 
PROTOCOL.INI 
Files 


Network Adapter Card Installation Guide - Book II 


NET.CFG 
Preferred Server = MyServer 
Link Driver a2500 


LineSpeed 100F (optional) 
Frame Ethernet_802.3 
Frame Ethernet_ll 

Frame Ethernet_802.2 
Frame Ethernet_SNAP 


VLM Support 


NETWARE DOS REQUESTER 
FIRST NETWORK DRIVE=F 


PROTOCOL.INI 


[network.setup ] 

version=0x3110 
netcard=ms$a2500,1,MS$a2500,4 
transport=ms$netbeui,NETBEUI 
transport=ms$nwlinknb NWLINK 
lana0Q=ms$a2500,1,ms$nwlinknb 
lanal=ms$a2500,1,ms$netbeui 


[MS$a2500] 


[NETBEUI] 
BINDINGS=a2500 
LANABASE=1 


[net.cfg] 
PATH=C;\NET\net.cfg 


[Link Driver a2500] 
data=Frame Ethernet_SNAP 
data=Frame Ethernet_802.2 
data=Frame Ethernet_ll 
data=Frame Ethernet_ 802.3 
data=Link Driver a2500 


[NWLINK] 
BINDINGS=a2500 
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This section contains the procedure for removing a network adapter 
driver from a system running Microsoft Windows for Workgroups 3.11. 


The initial installation copies the OEMSETUP.INF to your 
WINDOWS\SYSTEM directory. It renames the file to OEMx.INF, where x is 
a number starting with 0 for drivers that are not shipped with Windows 
for Workgroups; this also pertains to video and printer drivers. 


di 


2 
3: 
4 


Click the Network Icon in the Network Control panel. 
Select the Drivers button in Network Setup. 
Select the Remove button. 


Select Yes when asked if you want to remove the driver. 


Chapter 4 


N ovell N etware 


This chapter contains the following procedures: 


UO Installing a Network Adapter Driver on a Novell Netware 3 Server 
on page 32 


QO Installing a Network Adapter Driver on Novell Netware 4 Server on 
page 36 


UO Installing a Network Adapter Driver on Novell NetWare 5.X on 
page 40 
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Installing a N etwork Adapter Driver on a N ovell N etware 3 Server 


This section contains the procedure for installing a network adapter 
driver on asystem running Novell Netware 3 Server. 


Note 
Your version of NetWare may require a patch and driver/NLM 
update from Novell's web site to load current ODI compliant LAN 


drivers. The URL is: http://support.novell.com. 


1. Install the NetWare file server support files to the DOS partition as 
described in the Novell documentation. 


2. Copy the apropriate adapter driver from the CardAssistant CD or 
Driver Installation Disk to the directory where the Novell server files 
are located. 


If you are using the CardAssistant CD, the names and locationsof the 
adapter drivers are as follows: 


Adapter Card Location 
AT-2400 Series \drivers\at2400\netware\at2400.lan 
AT-2450 Series \drivers\at24_27\netware\catnic.lan 


AT-2500/AT-2501 Series) \drivers\at2500\netware\a2500v3.lan 


AT-2700 Series \drivers\at24_27\netware\catnic.lan 
AT-2701 Series \drivers\at2701\netware\catnic.lan 
AT-2900 Series \drivers\at29xx\netware\at29xx.LAN 


If you are using a driver installation diskette, the adapter driver will 
be located in the \netware directory. 


3. Load SERVER.EXE to start the file server. 
4. Setup hard disk support as directed in the Novell documentation. 
5. Atthe server console, issue the load statement(s) in this order: 
LOAD <DRIVE>:<PATH>\NBI 
LOAD <DRIVE>:<PATH>\MSM 


LOAD <DRIVE>:<PATH>\ETHERTSM 
LOAD <DRIVE>:<PATH>\<DRIVER> 


Where <DRIVE> and <PATH>are the drive and directory where you 
copied the NLMs, and <DRIVER> is the adapter driver filename. 
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Bind the IPX protocol to the driver by typing: 
BIND IPX TO <DRIVER> NET=n 


Where <DRIVER> is the adapter driver filename and n is the node 
address Novell uses for routing IPX packets. This number is arbitrary 
if there is the only one server on the network. If there are multiple 
servers on the same network, it must match the other servers’ 
external network number. 


Note 

The default frame type for Novell file servers is now Ethernet_802.2. 
If you require Ethernet_ 802.3, specify NAME=ETHERNET_ 802.3 on 
the command line when loading the driver. 


To load multiple frame types for a single card, enter a LOAD and 
BIND statement for each frame type. 


You need to supply aname on each load line in orderto avoid being 
prompted for which board to bind IPX to. If you do not have the 
name option in the AUTOEXEC.NCF, it will not execute completely 
without user intervention. Example: 


LOAD <DRIVER> FRAME=ETHERNET_802.3 NAME=IEE8023 
BIND IPX TO IEE8023 NET=11111 
LOAD <DRIVER> FRAME=ETHERNET_ 802.2 NAME=IEE8022 
BIND IPX TO LAN8022 NET=22222 


Where <DRIVER> is the adapter driver filename. 


Additionally, if you have a PCI-1 busin your system, add 
BUSTYPE=PCl1 to the command line, e.g., LOAD 

CA nwserver\a2500v3 BUSTYPE=PCI1. Otherwise the driver may not 
find the card. If you don't know which bus you have, try loading 
without the option. If it loads, you don't need it. 


Add the load and bind statements you need to the server's 
AUTOEXEC.NCF file so the adapter driver loads automatically each 
time the server starts. 
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If you have multiple network adapters installed in the system, use the 
keyword "SLOT" to identify each to the driver. If you have multiple 
adapters in a single server, each adapter must have a different network 
number and SLOT number. Also, you might want to name each adapter. 
So add the options in LOAD commands to distinguish particular cards. 
For example: 


LOAD <DRIVER> FRAME=Ethernet_802.2 NAME=LAN_A SLOT=1 
BIND IPX TO LAN_A NET=11 
LOAD <DRIVER> FRAME=Ethernet_802.2 NAME=LAN_B SLOT=2 
BIND IPX TO LAN_B NET=22 


Where <DRIVER> is the adapter driver filename. 


Add the load and bind statements you need to the server's 
AUTOEXEC.NCF file so that the Allied Telesyn adapter drivers load 
automatically each time the server starts. 


To implement multiple adapter cards in a Netware 3.x server, add the 
following line to your STARTUP.NCF: 


SET RESERVED CACHE BUFFERS BELOW 16 MEG = 64 


In an IPX internal router configuration (a server with two adapters, each 
connected to a different network), the data transfer rate across the 
router can be low. This happens if client workstations have CPU speeds 
equal to or higher than the server. You might be able to increase the 
data transfer rate by adding the following line to STARTUP.NCF: 


SET MAXIMUM INTERRUPT EVENTS = 100000 
The default setting is 10. 


If you have problems loading the driver on multiple adapters and the 
initialization fails due to “Insufficient RCBs," increase the number of 
buffers allocated to the server by adding the following to STARTUP.NCF: 


SET MINIMUM PACKET RECEIVE BUFFERS = 100 (or larger) 
SET MAXIMUM PACKET RECEIVE BUFFERS = 500 (or larger) 


The MINIMUM value you specify must be at least 30 times the number of 
2500 PCI adapters in the computer. 


Recommended settings: 


1-3 adapters: 100 
4 adapters: 150 


The maximum you can specify depends on the amount of memory in 
the server, but it must be greater than the minimum. 


Removing an 
Adapter Driver 
from a N ovell 

N etware 3 Server 
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To remove an adapter driver from asystem running Novell Netware 3 
Server, type LOAD INSTALL at the server console prompt and use the 
EDIT AUTOEXEC.NCF option to remove the driver. Refer to your Novell 
NetWare documentation for further information. 
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Files N eeded for 
Installation 


N ew Server 
Installation 


Installing a N etwork Adapter Driver on N ovell N etware 4 Server 


This section contains the procedure for installing a network adapter 
driver on asystem running Novell NetWare 4 Server. 


The .LDI file and the .LAN file for your adapter must be present to 
succesfully complete installation. The location for each Allied Telesyn 
adapter are as follows: 


Adapter Card Location 
AT-2400 Series \drivers\at2400\netware\ 
AT-2450 Series \drivers\at24_27\netware\ 


AT-2500/AT-2501 Series \drivers\at2500\netware\ 


AT-2700 Series \drivers\at24_27\netware\ 
AT-2701 Series \drivers\at2701\netware\ 
AT-2900 Series \drivers\at29xx\netware\ 


1. Follow thedirections provided by Novell to load the network drivers 
using the INSTALL.NLM program. 


2. When the Install program prompts for the LAN driver, select Insert 
to specify a driver not listed. 


3. Insert the CardAssistant CD or driver installation disk into the 
appropriate drive. 


4, Press <F3>to change the default path to A\NETWARE. Press 
<Enter> as prompted. The adapter driver and other required files 
will be copied to the SYS: volume. 


5. Onthe next menu, AT-2xxx Protocols and Parameters, specify any 
parameters where needed. A slot value is required when loading the 
adapter driver. If slot is unknown, driver will correctly detect slot 
value when loading. 


6. Select Save parameters and load driver. The Netware 4.x driver has a 
PermaNet parameter that gives the Netware Server a redundancy 
mechanism where two network adapters are connected to the same 
local network. When the primary adapter fails, the secondary 
adapter then handles the network traffic until the primary adapter is 
restored. Proceed with the installation as outlined by Novell. 


Installing the 
Drivers 


iL, 
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At the file server console prompt, issue the load statement(s) in this 
order: 


LOAD <DRIVE>:<PATH>\NBI 
LOAD <DRIVE>:<PATH>\MSM 
LOAD <DRIVE>:<PATH>\ETHERTSM 
LOAD <DRIVE>:<PATH>\<DRIVER> 


where <DRIVE> and <PATH>are the drive and directory where you 
copied the NLMs and the adapter file. <DRIVER> is the filename of 
the adapter driver. 


Adapter Card Location 

AT-2400 Series \drivers\at2400\netware\ 
AT-2450 Series \drivers\at24_27\netware\ 
AT-2500/AT-2501 Series | \drivers\at2500\netware\ 
AT-2700 Series \drivers\at24_27\netware\ 
AT-2701 Series \drivers\at2701\netware\ 
AT-2900 Series \drivers\at29xx\netware\ 

Note 


If MSM and ETHERTSM NLMS aren't loaded, they'll automatically 
load before the driver. 


You will be prompted if you don't specify a SLOT number. 


Next you must bind the LAN driver to IPX in order to attach to the 
server. Type: 


BIND IPX TO <DRIVER> NET=n 


Where <DRIVER> is the filename of the adapter driver and nis the 
node address Novell uses for routing IPX packets. This number is 
arbitrary if there is the only one server on the network, but if there 
are multiple servers on the same network, it must match the other 
servers’ external network number. 


Note 

The default frame type for Novell file servers is now Ethernet_802.2. 
If you require Ethernet_ 802.3, specify FRAME=ETHERNET_ 802.3 on 
the command line when loading the driver. 
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4. 


To load multiple frame types for a single card, enter aLOAD and 
BIND statement for each frame type. You need to supply aname on 
each load line in order to avoid being prompted for which board to 
bind IPX to. If you do not have the name option in the 
AUTOEXEC.NCF, it will not execute completely without user 
intervention. 


Example: 


LOAD <DRIVER> FRAME=ETHERNET_ 802.3 NAME=IEE8023 
BIND IPX TO IEE8023 NET=11111 
LOAD <DRIVER> FRAME=ETHERNET_ 802.2 NAME=IEE8022 
BIND IPX TO LAN8022 NET=22222 


Where <DRIVER> is the filename of the adapter driver. 


Additionally, if you have a PCI-1 bus in your system, add 
BUSTYPE=PCI1 to the command line, e.g., LOAD 
CA\SERVER.4\<driver>BUSTYPE=PCI1. Otherwise the driver may not 
find the card. If you don't know which bus you have, try loading 
without the option. If it loads, you do not need it. 


Add the load and bind statements you require to the server's 
AUTOEXEC.NCF file so that the LAN driver will load automatically 
each time the server starts up. 


Here's an example of how the commands would look in your 
AUTOEXEC.NCF file. 


Example: 


LOAD a2500v3 FRAME=Ethernet_ 802.3 (overrides default frame 
BIND IPX to a2500v3 net=1 (all servers on the LAN segment need the 
same #) 


Proceed with the installation as outlined by Novell. 


If a system has multiple Allied Telesyn Ethernet Adapters, you use the 
keyword SLOT to identify each card to the driver. If you have multiple 
adapters in a single server, each adapter must have a different network 
number and SLOT number. Also, you might want to name each adapter. 
So add the options in LOAD commands to distinguish particular 
adapters. For example: 


LOAD <DRIVER> FRAME=Ethernet_802.2 NAME=LAN_A SLOT=1 
BIND IPX TO LAN_A NET=11 
LOAD <DRIVER> FRAME=Ethernet_802.2 NAME=LAN_B SLOT=2 
BIND IPX TO LAN_B NET=22 


<DRIVER> is the filename of the adapter driver. 


Removing an 
Adapter Driver 
from N ovell 

N etware 4 Server 
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Add the load and bind statements you need to the server's 
AUTOEXEC.NCF file so that the Allied Telesyn adapter drivers load 
automatically each time the server starts. 


In an IPX internal router configuration (a server with two adapters, each 
connected to a different network), the data transfer rate across the 
router can be low. This happens if client workstations have CPU speeds 
equal to or higher than the server. You might be able to increase the 
data transfer rate by adding the following line to STARTUP.NCF: 


SET MAXIMUM INTERRUPT EVENTS = 100000 
The default setting is 10. 


If you have problems loading the driver on multiple adapters and the 
initialization fails due to "Insufficient RCBs," increase the number of 
buffers allocated to the server. Add the following to STARTUP.NCF: 


SET MINIMUM PACKET RECEIVE BUFFERS = 100 (or larger) 
SET MAXIMUM PACKET RECEIVE BUFFERS = 500 (or larger) 


The MINIMUM value you specify must be at least 30 times the number of 
Allied Telesyn PCI adapters in the computer. 


Recommended settings: 


1-3 adapters: 100 
4 adapters: 150 


The maximum you can specify depends on the amount of memory in 
the server, but it must be greater than the minimum. 


This section contains the procedure for removing a network adapter 
driver from a system running Novell Netware 4 Server. 


1. Type LOAD INSTALL at the server console to bring up the server 
installation module. 


2. Select Driver Options and press Return. 


3. Select Deselect a selected driver from the next menu and press 
Return. The highlight is moved to the installed adapter(s). 


4. Press Return again to remove the selected driver. 
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Installing a N etwork Adapter Driver on N ovell N etWare 5.X 


This section contains the procedure for installing a network adapter 
driver on asystem running Novell NetWare 5.x. 


Files Needed for The .LDI file and the .LAN file for your adapter must be present to 
Installation succesfully complete installation. The location for each Allied Telesyn 
adapter are as follows: 


Adapter Card Location 

AT-2400 Series \drivers\at2400\netware\ 
AT-2450 Series \drivers\at24_27\netware\ 
AT-2500/AT-2501 Series | \drivers\at2500\netware\ 
AT-2700 Series \drivers\at24_27\netware\ 
AT-2701 Series \drivers\at2701\netware\ 
AT-2900 Series \drivers\at29xx\netware\ 


New Server = The NetWare 5 utility NWCONFIG provides the user with the abitlity to 
Installation | 20d additional network adapter cards. At the system console, type 


Select Driver Options then Configure Network Driver. 


The NWCONFIG displays a list of the available drivers. 


Press <Insert> to specify a driver not listed. 


NWCONFIG 

1. 

2. Select an Additional Driver. 
3 

4. 
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Insert the CardAssistant CD or the Driver Installation Disk into the 


appropriate drive. 


If you are using the CardAssistant CD, the names and locationsofthe 
adapter drivers are as follows: 


Adapter Card Location 

AT-2400 Series \drivers\at2400\netware\at2400.LAN 
AT-2450 Series \drivers\at24_27\netware\catnic.lan 
AT-2500/AT-2501 Series| \drivers\at2500\netware\A2500v3.lan 
AT-2700 Series \drivers\at2700\netware\catnic.LAN 


Manual 
Installation 
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Adapter Card Location 
AT-2701 Series \drivers\at2701\netware\ 
AT-2900 Series \drivers\at29xx\netware\ 


If you are using a Driver Installation Disk, the adapter driver will be 
located in the root directory. 


Press <F3>to change the default path. 
Press Return. 


The adapter driver and other required files are copied to the SYS: 
volume. 


On the next menu, Protocols and Parameters, specify any 
parameters where needed.A slot value is required when loading the 
adapter driver. If the slot is unknown, driver will correctly detect slot 
value when loading. 


Select Save parameters and load driver. 


Proceed with the installation as outlined in the Novell 
documentation. 


At the file server console prompt, issue the load statement(s) in this 
order: 


LOAD <DRIVE>:<PATH>\NBI 
LOAD <DRIVE>:<PATH>\MSM 
LOAD <DRIVE>:<PATH>\ETHERTSM 
LOAD <DRIVE>:<PATH>\<DRIVER> 


Where <DRIVE> and <PATH>are the drive and directory where you 
copied the NLMs and the adapter driver file. <DRIVER> is the 
filename of the driver. 


Note 

If MSM and ETHERTSM NLMsare not loaded, they will automatically 
load before the driver. You will be prompted if you do not specify a 
SLOT number. 


Type the following command to bind the LAN driver to IPX in order 
to attach to the server. 


BIND IPX TO <DRIVER> NET=n 
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Where <DRIVER> is the filename of the driver and n is the node 
address Novell uses for routing IPX packets. This number is arbitrary 
if there is the only one server on the network, but if there are 
multiple servers on the same network, it must match the other 
servers’ external network number. 


Note 
The default frame type for Novell file servers is now Ethernet_ 802.2. 
If you require Ethernet_802.3, specify FRAME=ETHERNET 802.3 on 


the command line when loading the driver. 


To load multiple frame types for a single card, enter aLOAD and 
BIND statement for each frame type. You need to supply aname on 
each load line in order to avoid being prompted for which board to 
bind IPX to. If you do not have the name option in the 
AUTOEXEC.NCF, it will not execute completely without user 
intervention. 


Example: 


LOAD <DRIVER> FRAME=ETHERNET_ 802.3 NAME=IEE8023 
BIND IPX TO IEE8023 NET=11111 
LOAD <DRIVER> FRAME=ETHERNET_ 802.2 NAME=IEE8022 
BIND IPX TO LAN8022 NET=22222 


<DRIVER> is the filename of the adapter driver. 


If you have a PCI-1 bus in your system, add BUSTYPE=PCI1 to the 
command line (e.g., LOAD C\SERVER\A2500v3 BUSTYPE=PCI1). 
Otherwise the driver may not find the card. If you don't know which 
bus you have, try loading without the option. If it loads, you don't 
need it. 


Add the load and bind statements you require to the server's 
AUTOEXEC.NCF file so that the LAN driver will load automatically 
each time the server starts up. Here's an example of how the 
commands would look in your AUTOEXEC.NCF file. 


("NCF Files Options - Create / Edit Server Startup 
Files") 

LOAD A2500v3 FRAME=Ethernet_802.3 (overrides 
default frame type) 

BIND IPX to A2500v3 net=1 (all servers on the LAN 
segment need the same #) 


Proceed with the installation as outlined by Novell. 


Multiple Adapters 
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If you have multiple Allied Telesyn adapters installed in the system, use 
the keyword SLOT to identify each card to the driver. If you have 
multiple adapters in a single server, each adapter must have a different 
network number and SLOT number. Also, you might want to name each 
adapter. So add the options in LOAD commands to distinguish particular 
cards. For example: 


LOAD A2500v3 FRAME=Ethernet_802.2 NAME=LAN_A SLOT=1 
BIND IPX TO LAN_A NET=11 
LOAD A2500v3 FRAME=Ethernet_802.2 NAME=LAN_B SLOT=2 
BIND IPX TO LAN_B NET=22 


Add the load and bind statements you need to the server's 
AUTOEXEC.NCF file so that the adapter drivers load automatically each 
time the server starts. 


In an IPX internal router configuration (a server with two adapters, each 
connected to a different network), the data transfer rate across the 
router can be low. This happens if client workstations have CPU speeds 
equal to or higher than the server. You might be able to increase the 
data transfer rate by adding the following line to STARTUP.NCF: 


SET MAXIMUM INTERRUPT EVENTS = 100000 
The default setting is 10. 


If you have problems loading the driver on multiple adapters and the 
initialization fails due to "Insufficient RCBs," increase the number of 
buffers allocated to the server. Add the following to STARTUP.NCF: 


SET MINIMUM PACKET RECEIVE BUFFERS = 100 (or larger) 
SET MAXIMUM PACKET RECEIVE BUFFERS = 500 (or larger) 


The minimum value you specify must be at least 30 times the number of 
PCI adapters in the computer. 


Recommended settings: 
1-3 adapters: 100 
4 adapters: 150 


The maximum you can specify depends on the amount of memory in 
the server, but it must be greater than the minimum. 
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Removing an 
Adapter Driver 
from N ovell 

N etware 5 Server 


This section contains the procedure for removing a network adapter 
driver from asystem running Novell Netware 5 Server. 


To remove a driver, you can either use the NWCONFIG program supplied 
with NetWare 5.x or edit the AUTOEXEC.NCF in the SYS:SYSTEM directory 
with a text editor. The procedure below explains how to remove a driver 
using the NWCONFIG program. 


1. Type NWCONFIG at the server console to bring up the installation 
module. 


2. Select Driver Options and press Return. 


3. Select Deselect a selected driver from the next menu and press 
Return. This moves the highlight to the installed adapter(s). 


4. Selct the adapter you wish to remove. 


5. Press Return again to remove the selected driver. 


Chapter 5 
Linux 


This chapter contains the following procedures: 


QO) Installing the ATNIC Driver for AT-2450, AT-2700, and AT-2701 
Series PCI Ethernet Adapters on page 46 


QO Installing a Linux Driver foran AT-2900 Series Network Adapter on 
page 48 
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Installing the ATNIC Driver for AT -2450, AT-2700, and AT-2701 
Series PCI Ethemet Adapters 
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Installation 


Compiling the 
Source Code 


The atnic driver supports Allied Telesyn AT-2450/2700 Series PCI 
Ethernet Adapter cards. The inclosed object file was compiled using the 
2.4.0 kernel. This driver is located in CardAssistant at 
/drivers/at2701/linux/2.4. 


For this driver to function properly it has to be rebuilt if under a different 


Kernel version. See the section on compiling the source code for 
instructions. 


Note 

Note: You must remove the pcnet32 module which is automatically 
loaded by the hardware detection mechanism in order to use this 
driver. Since the AT-2450 AT-2700 and AT-2701 Series NICs use the 
AMD Ethernet Controller, AMD's driver is automatically loaded by 
the OS. 


1. Install the driver module using the following command: 


install -m 644 atnic.o /lib/modules/'uname - 
r'/kernel/drivers/net 


2. Rundepmod -ato update the module dependencies. 


3. Edit the etc/modules.conf file to change the alias for ethX, where x 
represents the adapter instance. For example: 


alias ethO pcnet32 
Change to: 
alias ethO atnic 


4, Reboot the system for the changes to take effect. 


To compile the object file, copy the source file, atnic.c, to a temporary 
directory and use the following compile command: 


gcc —-D__KERNEL_ -DMODVERSTONS -DMODULE - 
I/usr/src/linux/net -Wall -Wstrict-prototypes -0O6 - 
m486 -c atnic.c 


This command is provided in the 'build' script provided with the driver 
source code. 


Changing 
Configuration 
Settings 
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To enable "Autonegotiation" edit the /etc/conf.modules file to add the 
line “options atnic options=0" below the “alias ethO atnic" line. The 
following indicate the various options for enabling the various 
interfaces. Only ONE of the following lines can be added. Only one 
interface is activated based on the keyword it represents. If neither 
option is selected the driver/device defaults to autonegotiation. Each 
option is selected by the number it represents. 


Note 
Full duplex ooperation on the Am79C970 chipset-based cards is 
only supported on the 10Base-T interface. 


AT -2450F, AT -2450F TX, AT-2700TX, AT-2700FX, AT -2745FX, AT- 
2700F TX (AMD Am79C972 - Fast+ chipset): 


options atnic options=0 MII, Autonegotiation) 
options atnic options=1 AMIl, 10OMbps, Half duplex) 
options atnic options=2 MII, 100Mbps, Full duplex) 
options atnic options=3 AMIl, LOMbps, Half duplex) 
options atnic options=4 MIl, 10Mbps, Full duplex) 


AT-2450T/ BT/ AT/ FT (AMD Am79C970 chipset): 

options atnic options=5#Auto Port Selection) 

options atnic options=6#Fiber/BNC/AUI) 

options atnic options=710baseT, Half duplex) 

options atnic options=8 10baseT, Full duplex)2450FT/T/BT/AT 
For example: 


alias ethO atnic 
options atnic options=3 
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Installing a Linux Driver for an AT -2900 Series N etwork Adapter 


Limitations 


Building the 
Driver 


Installing the 
Driver 


Dynamic Loading 
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This driver supports dynamic loading and unloading via the KLM 
support provided by Linux. As aresult, you must custom build the driver 
for the particular version of the kernel installed. The driver is located on 
CardAssistant at /drivers/at29xx/linux. 


The current version of the driver has been tested as a loadable module 
on Red Hat 7.0, 7.1, and 7.2 Linux distributions for i386 and ia64. Testing 
has also been done on other similar Linux distributions using the 2.4.x 
kernels. 
Note 
You must have the kernel source code and the the full GCC library 
installed in orderto build and load the driver. For RedHat, the kernel 
source is located on the installation CDs (Disk2), not the source CDs. 
Look fora file with the name KERNEL-SOURCE-X.X.XX-i386.RPM, 
where x stands for build number. 


To insure that the kernel source code is installed, change to the 
USR/SRC directory and verify that the linux source tree is present. 
Look for "linux-x.x.x-x", where x stands for the current build 
numbers. If you only see a "linux" directory, chances are you've got 
the wrong source files installed. 


1. Copy the Allied Telesyn driver source TAR file to a temporary 
directory, and type "tar -xvf <filename> to extract the files. 


2. Edit "Makefile" using VI or your favorite text editor, and change the 
LINUX path variable to the directory name where the kernel source 
files are installed. 


3. Type "make" to compile the driver source code. You should see the 
at29xx.0 file is created if successfull. 


4. Continue with driver installation. 


Run "make install" to install the driver. 


The at29xx.0 file will be copied to the 
"lib/modules/<build#>/kernel/drivers/net" directory and depmod -a will 
be run to update dependancies. 


Type "insmod at29xx.0" to dynamically load the driver without installing 
it into the operating system. 


To configure network protocol and address, refer to Linux 
documentations. 


Module 
Parameters 
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Optional parameters for the driver can be supplied as command line 
arguments to the insmod command. Typically, these parameters are set 
in the file /etc/modules.conf (see the man page for modules.conf). These 
parameters take the form 


<parameter>=value[,value,...] 


where the multiple values for the same parameter are for multiple NICs 
installed in the system. 


Note that default values will be used when invalid values are selected. 
All the parameters are listed below. 
Q) line_speed 


Selects the line speed of the link. This parameter is used together 
with full_ duplex to select the speed and duplexity of the link. 


The valid values are: 


0 Autonegotiate (default) 
10 10 Mbps 
100 100 Mbps 
1000 1000 Mbps 
Note that 1000 Mbps must be negotiated for copper twisted pair 
links. 
Q) full_duplex 


Selects the duplexity of the link. This paramter is used together 
with line_speed to select the speed and duplexity of the link. Note 
that this parameter is ignored if line_speed is 0. 


The valid values are: 
0 half duplex 
1 full duplex (default) 


Q) rx_flow_control 


Enables or disables receiving flow control (pause) frames. This 
parameter is used together with auto_flow_control. The valid 


values are: 
0 pause receive disabled (default) 
iL pause receive enabled if auto_flow_control 


is set to 0, or pause receive advertised if 
auto_flow_control is set to 1 
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Q) tx_flow_control 


Enables or disables transmitting flow control (pause) frames. This 
parameter is used together with auto_flow_control. 


The valid values are: 
0 pause transmit disabled (default) 


1 pause transmit enabled if auto_flow_control 
is set to 0, or pause transmit advertised if 
auto_flow_control is set to 1 


auto_flow_control 


Enables or disables autonegotiation of flow control. This 
parameter is used together with rx_flow_control and 
tx_flow_control to determine the advertised flow control 
capability. 


The valid values are: 


0 flow control autonegotiation disabled 
(default) 
i flow control autonegotiation enabled with 


capability specified in rx_flow_control and 
tx_flow_control (only valid if line_speed is 
set to 0) 


Chapter 6 


BootROM 


Managed Boot 
Agent 


This chapter contains the procedures for installing and configuring a 
BootROM on an Allied Telesyn Network Adapter Card. 


Managed Boot Agent (MBA) is client-based firmware that allows a client 
PC to do a "network boot using the NIC. MBA is fully compliant with the 
Intel Wired for Management - Preboot Execution Environment (PXE) 
specification. PXE is the defacto industry standard protocols/APls for 
network booting, enabling client PCs to access and boot from boot 
image files on aserver. MBA streamlines networked desktop 
management, improves network security and cuts client administration 
costs. Network managers can remotely manage their networks, 
eliminating costly visits to the desktops 


MBA adds extra important features in addition to standard PXE boot 
agents. To configure these features type ICRTL ALT Bi when prompted to 
initialize the MBA configuration screen. 


Q) MBA supports additional boot protocols: 


— Remote Program Load (RPL) 
— Netware NCP/IPX 
— Traditional BOOTP and DHCP 


QO) MBA has extra features and options, e.g.: 


— The ability to configure speed and duplex without DOS 
configuration tools. 


— Prompt when network boot fails: PXE nN waits a definable time 
period before going to next device MBA f waits a definable 
time period before going to next device OR can display 
message to user and wait for a key press before going to next 
device 
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Q) MBA is compatible, robust, and dependable: 
— MBA undergoes extensive and thorough testing: 


The AT-2701 family of adapters incorporates Managed Boot Agent 
(MBA) on the network interface card. MBA is available for the AT-2500, 
AT-2450, and AT-2700MBA series of adapters as an add-on option. 
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Installing a BootROM 


Note 

There are two different variations of AT-2450FTX, AT-2700FTX and 
AT-2745FX Series cards. One with a BootROM switch and one 
without. If using the version with a switch see Step 3. Also, if using 
an AT-2700TX or FX, only complete Step 1. 


Installation __ Installing the MBA ROM isa straightforward task, but you must take care 
to ensure that components are not damaged. Be sure you understand 
the following instructions before installing MBA. 


Caution 

Risk of equipment damage: 

Before removing an adapter card, attach an earth ground to the PC 
chassis. If an earth ground is unavailable, ensure that the power is 
switched off and plug in the PC's grounded AC power cord. 


Caution 

Wear an anti-static wrist strap when handling ROMs. As an 
additional measure, do not touch the ROM's connectors. Leave the 
ROM in its anti-static packaging when not in use. 


If you are installing MBA on an adapter card that is already in your PC, 
remove the adapter card from the PC. If you are not familiar with 
inserting and removing adapter cards in your PC, refer to the Network 
Adapter Cards Installation Guide - Book I for instructions then locate 
the Boot ROM socket on your adapter card. You may need to refer to the 
installation guide to locate the correct ROM socket. 


MBA Boot ROM Configuration 


To configure the MBA Boot ROM options press Ctrl + Alt+ B during PXE 
initialization to enter the MBA Configuration Menu. This message will 
appear during the Boot ROM initialization. In this menu you can select 
the boot method and other parameters. Two new features are the 
Speed/Duplex and Boot ROM Port parameters. The Speed/Duplex 
parameter allows the user to determine the default speed and duplex 
configuration without the DOS configuration utility. The Boot ROM Port 
parameter allows the user to configure the default port on dual-port 
adapters. Allied Telesyn’s dual-port adapter cards are: AT-2450FTX, AT- 
2700FTX, and AT-2745FX 
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PLCC Socket Installation 


The PLCC socket has three square corners and one angled corner. The 
angled corner of the ROM must be oriented to match the angled corner 
of the socket. 


Remove the MBA ROM from its anti-static packaging, and align the 
angled corner of the MBA ROM with the angled corner of the ROM 
socket on the adapter card. Press down gently and evenly on the ROM to 
ensure that it is seated correctly in the socket. The illustration below 
shows the MBA ROM installation for the AT-BP2700 and AT-BP2501 PC 
Boot Agent. 


The illustration below shows an MBA ROM installation forthe AT-BD2700 
and AT-BD2500 PC Boot Agent. 


Installing the NIC into the PC and Enabling the ROM Socket 


Now that the ROM has been inserted into the adapter card, you can 
install the card into your PC. 


To install the adapter card into the PC, refer to the Network Adapter Cards 
Installation Guide, Book II for instructions. The AT-2450 and AT-2700 
Series Adapter Cards will recognize the inserted MBA Boot ROM 
automatically. However, PXE can be disabled or enabled through the 
diagnostics program diag.exe. 


BootROM 
Parameter 
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The AT-2500 and AT-2501 adapter cards will require the card to be 
configured for Boot ROM support, it is disabled by default. To enable 
Boot ROM support, start the AT-2500 or AT-2501 DOS diagnostics 
program, setup25 and enable the Boot ROM from the configuration 
menu. 


1. Runthe diagnostics program that came with your Allied Telesyn 
adapter. (diag.exe, diag25.exe, etc.). 


2. If using an AT-2450 and AT-2700 series Combo card, set the 
BootROM Parameter to the desired port (copper or fiber). If using an 
AT-2500 series adapter set the BootROM parameter to enable. 


For the AT-2450FTX, AT-2700FTX, and AT-2745FX versions with switches 
you must set your switch to the proper position based on which port you 
are using (Copper or Fiber). 


Table 1 AT-2450FTX 
Diag Setting Switch Position 
Copper! Up! 
Fiber Down 
1. Factory default. 
Table 2 AT-2700FTX 
Diag Setting Switch Position 
Fiber! Down! 
Copper Up 
1. Factory default. 
Table 3 AT-2745FX 
Diag Setting Switch Position 
100 Mb! Up? 
10 Mb Down 


1. Factory default. 


Note 

For proper operation when BootROM is NOT installed insure the 
Diagnostics parameter BootRom and switch are set to Factory 
Default. 
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